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VAM 操作手冊(隨機版) 

若需詳細操作手冊及功能說明，請聯絡本公司業務部(+886 2 29953100) 或 上網下載(www.adtek.com.tw) 

■ 外形尺寸 ■ 安裝方式 
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Panel Cutout: 93mm x 45mm (advise) 
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■ 接線圖 
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接線時請先確認工作電壓是否正確，在接入指定的端子。

建議接入儀表前端應接保險絲(Fuse) 或 斷路器

(Breaker)。 
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■  面板說明(FRONT PANEL)   
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 數字顯示 LED: 
● 左視窗  : 0.4”(10.0cm)紅色高亮度 LED，對應輸
入訊號 1(SIGNAL INPUT 1)或數學運算結果 

● 右視窗  : 0.4”(10.0cm) 紅色高亮度 LED，對應
輸入訊號 2(SIGNAL INPUT 2)或數學運算結果 

 輸出入態顯示 LED: 
● 繼電器輸出狀態顯示: 4 個方形紅色 LED 

 

R L 1 亮: Relay 1 輸出；    

RL2 亮: Relay 2 輸出； 
 

RL3 亮: Relay 3 輸出；    

RL4 亮: Relay 4 輸出； 
● E.C.I. 功能顯示: 3 個方形綠色 LED； 

EC1 亮:外部控制輸入 1 導通(乾接點)； 
EC2 亮:外部控制輸入 2 導通(乾接點)； 
EC3 亮:外部控制輸入 3 導通(乾接點)； 

 顯示功能狀態 LED: 
●  

COM RS 485 通訊狀態指示: 1 個方形橘色 LED; 當正
在通訊傳送資料時，LED 將會閃爍。閃爍越快表示
傳送速度越快。 

●  COM M.H 最大(小)值保持狀態指示: 2 個方形橘色 LED 
 

 

 貼紙: 貼於前面板標示各功能及單位使用 
● 單位貼紙: 106 種；包含了電量單位及物理量單位 
● 功能貼紙:  

繼電器功能貼紙: HH / Hi / Lo / LL / GO / Hi.H / 
Lo.H / DO1 / DO2 / DO3 

外部控制輸入功能貼紙: PV.H(PV.Hold) / rEL.Pv 
/ M.H(Max/Mini Hold) / M.RS(Reset for 
Max/Mini Hold) R.RS(Relay for energized 
latch) / Tare / BK1 / BK2 / BK3 

 密碼功能(Pass Code): 4 位數密碼設定，設定範
圍:0000~9999；若要進入參數設定畫面，必須輸入
正確的密碼，請切記密碼。若忘記密碼請與本公司
連絡。 

 階層鎖定功能(Function Lock): 可設定為三種鎖
定模式: 一般操作階層(User Level) / 參數階層
(Programming Level) / 全部鎖定 All(User Level & 
Programming Level) / 全不鎖定(None)；鎖定後，
只能查閱不能進入設定 

 面板按鍵功能(Front Key Function):  
 面板上的 

  

 
 減少/下移鍵 及 

  

 
 增加/上移鍵 可被

設定執行與外部控制輸入(E.C.I.)所選擇的相同功
能，當按下按鍵時，即為執行外部控制輸入(E.C.I.)
所選擇的功能；如 rEL.Pv / Pv.HLd / M.rSt / 
rY.rSt。例如: If the【ECi.1】in【ECi GroUP】was 
set to be【Pv.HLd】function, and【E.1=UP】was set 
to be【YES】. It means, when you press the UP 
key,the PV will be hold and the square LED of 
ECI1 will be blight until you press UP key again. 
詳細功能說明請參考外部控制輸入(E.C.I.)。 
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■ 按鍵說明: 
*新機啟用時請進入參數設定階層畫面，根據手冊檢視或設定相關參數* 
 操作按鍵(Operating Key): 4 個操作按鍵: 

  

 
 左移鍵 / 

  

 
 增加(上移鍵)/ 

  

 
 減少(下移鍵)/ 

  

 
 輸入確認鍵 

在參數設定階層時，超過 2 分鐘以上不按任何鍵，或按 
  

 
 鍵一秒即返回量測顯示畫面。 

 功能參數提示畫面 設定狀態畫面 
  

 
  輸入確認鍵 (1) 在任何畫面下，按

  

 
 鍵皆為 “進入..”的意思 

(2) 於功能提示畫面下，按
  

 
 鍵後即進入設定狀態 

(3) 在功能設定畫面下，所設定或選擇的參數確認(此時功
能參數才儲存並開始執行) 。 

  

 
  左移鍵 (1) 在功能提示畫面下，按一秒為回上一階群

組。 
(2) 在功能設定畫面下，按一秒為回到目前功能提示畫面，

而且設定內容不儲存。 
(3) 在功能設定畫面時，為移動明亮的位置(即為設定位置)。 
(4) 在功能設定畫面時，持續按 1 秒可做為放棄該參數設定

並跳回該功能提示畫面。 
  

 
  增加/上移鍵 (1) 在功能提示畫面下，按

  

 
 鍵後即回到 上一

個功能提示畫面。 
(2) 在功能設定畫面下，為選擇(切換)功能。 
(3) 數字設定時，為數字上升(持續按時數字將逐漸加速滾

動並自動進位)。 
  

 
  減少/下移鍵 (1) 於功能提示畫面下，按

  

 
 鍵後即到下一個功

能提示畫面。 
(2) 在功能設定畫面下，為選擇(切換)功能。 
(3) 數字設定時，為數字下降(持續按時數字將逐漸加速滾
動並自動退位)。 

 
■ 錯誤訊息: 

 確認規格及接線無誤後，通入電源開機自我檢測    

 開機自我檢測之錯誤碼說明:    
  ：顯示值正溢位 (信號超出可顯示範圍)    (請檢查輸入信號是否正常) 

  ：顯示值負溢位 (信號低於可顯示範圍)    (請檢查輸入信號是否正常) 

  ：ADC 正溢位 (信號高於輸入範圍 120%)    (請檢查輸入信號是否正常) 

  ：ADC 負溢位 (信號低於輸入範圍-120%)    (請檢查輸入信號是否正常) 

   /  ：EEPROM 故障     (請送回原廠檢修) 

   /  ：未執行輸入訊號校正     (請執行輸入校正程序) 

   /  ：輸入訊號校正異常     
(請檢查校正時之輸入信號是

否正常) 

   /  ：未執行輸出訊號校正     (請執行輸出校正程序) 

  /  ：輸出訊號校正異常    (類比輸出校正錯誤) 
 

■ 操作流程圖:先瞭解以下之流程可有助於爾後之操作 
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第三組繼電器

動作點設定 
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一  般  操  作  階  層 

按 
  

 
  1 秒 跳回量測顯示畫面 
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類比輸出對應 
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輸入訊號上限

設定 
0.00~100.00% 
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輸入訊號上限

設定 
0.00~100.00%  B

−
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第一組輸入之

繼電器啟動延

遲輸出時間 
0:00.0~ 
9(m):59.9(s) 

 D
−
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輸出訊號型式

及範圍選擇 
v.0-10 v. 0~5 
v.1-5 A.0-10  
A.0-20 A.4-20 
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1−

3 
 

 

 

 
  

 
 

  

 
  

顯示值小數點

位置選擇 
0 0.0 0.00 
0.000 0.0000 

 A
2−

3 
 

 

 

 
  

 
 

  

 
  

顯示值小數點

位置選擇 
0 0.0 0.00 
0.000 0.0000 

 B
−
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第二組輸入之

繼電器啟動不

動作帶設定 
0~9999counts 

 D
−
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輸出訊號下限

所對應的顯示

低值設定 
-19999~+29999 

  

 

 A
1−
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顯示低值設定 
-19999~+29999 

 A
2−

4 
 

 

 

 
  

 
 

  

 
  

顯示低值設定 
-19999~+29999 

 B
−

4 
 

 

 

 
  

 
 

  

 
  

第二組輸入之

繼電器啟動延

遲輸出時間 
0:00.0~ 
9(m):59.9(s) 

 D
−

4 
 

 

 
  

 
 

  

 
  

輸出訊號上限

所對應的顯示

高值設定 
-19999~+29999 

  

 

 A
1−

5 
 

 

 

 
  

 
 

  

 
  

顯示高值設定 
-19999~+29999 

 A
2−

5 
 

 

 

 
  

 
 

  

 
  

顯示高值設定 
-19999~+29999 

 B
−

5 
 

 

 

 
  

 
 

  

 
  

繼電器 1 動作
對應 (PV1 or 
PV2) 
Pv.M1 / Pv.M2 

 D
−
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輸出訊號下限

微調功能 
-38011~+27524 

  

 

 A
1−

6 
 

 

 

 
  

 
 

  

 
  

顯示低值微調

功能 
-19999~+29999  A

2−
6 

 

 

 

 
  

 
 

  

 
  

顯示低值微調

功能 
-19999~+29999  B

−
6 

 

 

 

 
  

 
 

  

 
  

繼電器 1 動作

模式設定 
oFF Lo Hi 
Lo.HLd Hi.HLd 
do 

 D
−

6 
 

 

 
  

 
 

  

 
  

輸出訊號上限

微調功能 
-38011~+27524 

  

 

 A
1−

7 
 

 

 

 
  

 
 

  

 
  

顯示高值微調

功能 
-19999~+29999  A

2−
7 

 

 

 

 
  

 
 

  

 
  

顯示高值微調

功能 
-19999~+29999  B

−
7 

 

 

 

 
  

 
 

  

 
  

繼電器 1 動作

間隙設定 
0~5000counts  D

−
7 

 

 

 
  

 
 

  

 
  

清除輸出訊號

下限或上限微

調修正量 
nonE Ao.Zro 
Ao.SPn botH 

  

 

 A
1−

8 
 

 

 

 
  

 
 

  

 
  

清除顯示高、

低值微調修正

量 
nonE Pv.Zro 
Pv.SPn botH 

 A
2−

8 
 

 

 

 
  

 
 

  

 
  

清除顯示高、

低值微調修正

量 
nonE Pv.Zro 
Pv.SPn botH 

 B
−

8 
 

 

 

 
  

 
 

  

 
  

繼電器 1 動作

延遲時間設定 
0:00.0~ 
9(m):59.9(s) 

 D
−

8 
 

 

 
  

 
 

  

 
  

輸出訊號上限

限制 
0.00~110.00% 

  

 

 A
1−

9 
 

 

 

 
  

 
 

  

 
  

左視窗數學運

算功能 
Pv.1/1.Add.2/ 
1.Sub.2/ 
2.Sub.1/ 
1.MUL.2/ 
1.div.2/2.div.1 

 A
2−

9 
 

 

 

 
  

 
 

  

 
  

右視窗數學運

算功能 
Pv.1/1.Add.2/ 
1.Sub.2/ 
2.Sub.1/ 
1.MUL.2/ 
1.div.2/2.div.1 

 B
−

9 
 

 

 

 
  

 
 

  

 
  

繼電器 1 復歸

延遲時間設定 
0:00.0~ 
9(m):59.9(s) 

   
  

 

 A
1−

10
  

 

 
  

 
 

  

 
  

左視窗顯示功

能 
Pv Mini.H 
MAx.H RS485  A

2−
10

  

 

 
  

 
 

  

 
  

右視窗顯示功

能 
Pv Mini.H 
MAx.H RS485 

 B
−

10
  

 

 

 
  

 
 

  

 
  

繼電器 2 動作
對應 (PV1 or 
PV2) 
Pv.M1 / Pv.M2 

 

  
  

 

 A
1−

11
  

 

 

 
  

 
 

  

 
  

低值遮蔽功能 
-19999~+29999 

 A
2−

11
  

 

 

 
  

 
 

  

 
  

低值遮蔽功能 
-19999~+29999 

 B
−

11
  

 

 

 
  

 
 

  

 
  

繼電器 2 動作

模式設定 
oFF Lo Hi 
Lo.HLd Hi.HLd 
do 

 

    

 

 

接下頁  

 

接下頁  

 

接下頁  

 

    

參  數  設  定  階  層 

按 
  

 
  1 秒 跳回量測顯示畫面 
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 A
1−

12
  

 

 
  

 
 

  

 
 

 

顯示值做平均

值處理 
1(None)~ 
99times  A

2−
12

  

  
 

 
  

 
 

  

 
  

顯示值做平均

值處理 
1(None)~ 
99times 

 B
−

12
  

 

 

 
  

 
 

  

 
  

繼電器 2 動作

間隙設定 
0~5000counts 

 

    

 

 A
1−

13
  

 

 

 
  

 
 

  

 
 

 

顯示值做移動

平均值處理 
1(None)~ 
10times  A

2−
13

  

  
 

 
  

 
 

  

 
  

顯示值做移動

平均值處理 
1(None)~ 
10times 

 B
−

13
  

 

 

 
  

 
 

  

 
  

繼電器 2 動作

延遲時間設定 
0:00.0~ 
9(m):59.9(s) 

 

    

 

 A
1−

14
  

 

 

 
  

 
 

  

 
 

 

數位濾波次數

設定 
0(None)/1~99 
times  A

2−
14

  
 

 

 
  

 
 

  

 
  

數位濾波次數

設定 
0(None)/1~99 
times 

 B
−

14
  

 

 

 
  

 
 

  

 
  

繼電器 2 復歸

延遲時間設定 
0:00.0~ 
9(m):59.9(s) 

 

 

 
 

  

 
  

RS485 通訊 

功能群組 

  

 

 A
1−

15
  

 

 

 
  

 
 

  

 
  

下降鍵功能 
nonE/rEL.Pv/
Pv.HLd/M.rSt/
rY.rSt  A

2−
15

  

 

  
 

  

 
 

  

 
  

下降鍵功能 
nonE/rEL.Pv/
Pv.HLd/M.rSt/
rY.rSt  B

−
15

  

 

 

 
  

 
 

  

 
  

繼電器 3 動作
對應 (PV1 or 
PV2) 
Pv.M1 / Pv.M2 

 E
−

1 
  

 

 
  

 
 

  

 
  

通訊機號設定 
1~255 

  

 

 A
1−

16
  

 

 

 
  

 
 

  

 
 

 

參數設定階層

之密碼設定 
0000~9999 

 A
2−

16
  

 

 

 
  

 
 

  

 
  

參數設定階層

之密碼設定 
0000~9999  B

−
16

  

 

 

 
  

 
 

  

 
  

繼電器 3 動作

模式設定 
oFF Lo Hi 
Lo.HLd Hi.HLd 
do 

 E
−

2 
 

 

 
  

 
 

  

 
  

通訊速率選擇 
1200 2400 
4800 9600 
19200 38400 

  

 

 A
1−

17
  

 

 

 
  

 
 

  

 
 

 

參數鎖定設
定，鎖定後只
能查閱各畫面
不能變更設定 
nonE/USEr/ 
EnG/ALL 

 A
2−

17
  

 

 

 
  

 
 

  

 
  

參數鎖定設
定，鎖定後只
能查閱各畫面
不能變更設定 
nonE USEr 
EnG ALL 

 B
−

17
  

 

 

 
  

 
 

  

 
  

繼電器 3 動作

間隙設定 
0~5000counts  E

−
3 

 

 

 
  

 
 

  

 
  

通訊同位元檢

查選擇 
n.Stb.1 
n.Stb.2 odd 
EvEn 

  

  
  

 

  

 B
−

18
  

 

 

 
  

 
 

  

 
  

繼電器 3 動作

延遲時間設定 
0:00.0~ 
9(m):59.9(s) 

 

    

  
  

   

 B
−

19
  

 

 

 
  

 
 

  

 
  

繼電器 3 復歸

延遲時間設定 
0:00.0~ 
9(m):59.9(s) 

     

  
  

   

 B
−

20
  

 

 

 
  

 
 

  

 
  

繼電器 4 動作
對應 (PV1 or 
PV2) 
Pv.M1 / Pv.M2 

     

  
  

   

 B
−

21
  

 

 

 
  

 
 

  

 
  

繼電器 4 動作

模式設定 
oFF Lo Hi 
Lo.HLd Hi.HLd 
do 

     

  

  
   

 B
−

22
  

 

 

 
  

 
 

  

 
  

繼電器 4 動作

間隙設定 
0~5000counts 

     

  

  
   

 B
−

23
  

 

 

 
  

 
 

  

 
  

繼電器 4 動作

延遲時間設定 
0:00.0~ 
9(m):59.9(s) 

     

  

  
   

 B
−

24
  

 

 

 
  

 
 

  

 
  

繼電器 4 復歸

延遲時間設定 
0:00.0~ 
9(m):59.9(s) 
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RS485(ModBus RTU Mode) 
■ Modbus RTU Mode 通信協定 
一、 讀取指令 by Function 03H (Read Holding Registers) 
讀取指令資料格式(Request Data Frame) 例如:讀取顯示值的資料(0000H 開始 1 個 Word) 

SLAVE 
Address 

FUNCTION 
 

Starting 
Address Hi 

Starting 
Address Lo 

No. of Word 
Hi 

No. of Word 
Lo 

CRC 
Lo  

CRC 
Hi 

01H 03H 00H 00H 00H 01H 84H 0AH 
回應資料格式(Response Data Frame) ex:回應值為”0” 

SLAVE 
Address 

FUNCTION Byte  
count 

Data  
Hi  

Data  
Lo 

CRC 
Lo  

CRC 
Hi 

01H 03H 02H 00H 00H B8H 44H 
連續讀取指令資料格式(Request Data Frame) 例如:連續讀取 10 個點的資料 

SLAVE 
Address 

FUNCTION 
 

Starting 
Address Hi 

Starting 
Address Lo 

No. of Word 
Hi 

No. of Word 
Lo 

CRC 
Lo  

CRC 
Hi 

01H 03H 00H 00H 00H 0AH C5H CDH 
連續讀取回應資料格式(Response Data Frame) 

SLAVE 
Address 

FUNCTION Byte  
count 

Data(1)  
Hi  

Data(1)  
Lo 

… … Data(10) 
Hi  

Data(10) 
Lo 

CRC 
Lo  

CRC 
Hi 

01H 03H 14H 00H 00H … … 01H 00H -- -- 
 
二、 寫入指令 by Function 06H (Preset Single Register) 
寫入指令資料格式(Request Data Frame) 

SLAVE 
Address 

FUNCTION 
Code 

Starting 
Address Hi 

Starting 
Address Lo 

Preset 
DATA Hi 

Preset 
DATA Lo 

CRC 
Lo  

CRC 
Hi 

01H 06H 00H 00H 00H 02H 08H 0BH 
回應資料格式(Response Data Frame) 

SLAVE 
Address 

FUNCTION 
Code 

Starting 
Address Hi 

Starting 
Address Lo 

Preset 
DATA Hi 

Preset 
DATA Lo 

CRC 
Lo  

CRC 
Hi 

01H 06H 00H 00H 00H 02H 08H 0BH  
■ VAM 通訊位址表 **Address 為 16 進制數值 地址 
 一般操作階層(User Level)  
 

Name Address Range Explain Initial Write/Read Note 
  Two Word Area     

PV.M1* 0000h -19999~99999 Present Value 1 *(High Word)  R  
PV.M1* 0001h -19999~99999 Present Value 1 *(Low Word)  R  
PV.M2* 0002h -19999~99999 Present Value 2 *(High Word)  R  
PV.M2* 0003h -19999~99999 Present Value 2 *(Low Word)  R  

 
� * 0004h -19999~39999 Relay1 Set Point *(High Word) 10000 R/W  

 * 0005h -19999~39999 Relay1 Set Point *(Low Word) 10000 R/W  

 * 0006h -19999~39999 Relay2 Set Point *(High Word) 10000 R/W  

 * 0007h -19999~39999 Relay2 Set Point *(Low Word) 10000 R/W  

 * 0008h -19999~39999 Relay3 Set Point *(High Word) 10000 R/W  

 * 0009h -19999~39999 Relay3 Set Point *(Low Word) 10000 R/W  

 * 000Ah -19999~39999 Relay4 Set Point *(High Word) 10000 R/W  

 * 000Bh -19999~39999 Relay4 Set Point *(Low Word) 10000 R/W  

 * 000Ch -19999~99999 The Minimum of PV1*(High Word) 0 R  

 * 000Dh -19999~99999 The Minimum of PV1*(Low Word) 0 R  

 * 000Eh -19999~99999 The Maximum of PV1*(High Word) 0 R  

 * 000Fh -19999~99999 The Maximum of PV1*(Low Word) 0 R  

 * 0010h -19999~99999 The Minimum of PV2*(High Word) 0 R  

 * 0011h -19999~99999 The Minimum of PV2*(Low Word) 0 R  

 * 0012h -19999~99999 The Maximum of PV2*(High Word) 0 R  

 * 0013h -19999~99999 The Maximum of PV2*(Low Word) 0 R  
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Name Address Range Explain Initial Write/Read Note 
PV.M1 

(Written)* 
0014h -19999~99999 PV.M1【DS1】 be written in by RS485 

*(High Word) 
 W  

PV.M1 
(Written)* 

0015h -19999~99999 PV.M1【DS1】 be written in by RS485 
*(Low Word) 

 W  

PV.M2 
(Written)* 

0016h -19999~99999 PV.M2【DS2】 be written in by RS485 
*(High Word) 

 W  

PV.M2 
(Written)* 

0017h -19999~99999 PV.M2【DS2】 be written in by RS485 
*(Low Word) 

 W  

 * 0018h -19999~99999 Analogue Output Low Scale*(High Word) 0 R/W  

 * 0019h -19999~99999 Analogue Output Low Scale*(Low Word) 0 R/W  

 * 001Ah -19999~99999 Analogue Output High Scale*(High Word) 19999 R/W  

 * 001Bh -19999~99999 Analogue Output High Scale*(Low Word) 19999 R/W  

  One Word Area     
PV1 001Ch  Present Value of input 1  R  
PV2 001Dh  Present Value of input 2  R  

  001Eh  Decimal Point of input 1  R/W  

  001Fh  Decimal Point of input 2  R/W  

PV.M1.DP 0020h  Decimal Point of PV.M1  R/W  
PV.M2.DP 0021h  Decimal Point of PV.M2  R/W  

RELAY  
STATUS 

0022h 0~1 RELAY STATUS 
bit0~bit3:relay1~relay4;  
0=Relay off  1=Relay on 

 R/W  

SYSTEM 
STATUS 

0023h  SYSTEM STATUS 
bit0=1, Input EEP fail;  
bit1=1, Input calibration fail; 
bit2=1, Input calibration NG; 
bit3=1, Analogue Output calibration fail; 
bit4=1, Analogue Output calibration NG 

 R  

  0024h 0~1 Reset Maximum & Minimum Value 
0:None  1:M1.RST  2: M2.RST  3: Both 

 R/W  

 

 參數設定階層(Engineer Level) 

【輸入功能群組(Input Group)】 

Name Address Range Explain Initial Write/Read Note 
  0025h 0.00~100.00% Input 1 Low 0.00% R/W  

  0026h 0.00~100.00% Input 1 High 100.0% R/W  

  0027h 0.00~100.00% Input 2 Low 0.00% R/W  

  0028h 0.00~100.00% Input 2 High 100.0% R/W  

  0029h -19999~29999 Low Scale of input 1 0 R/W  

  002Ah -19999~29999 High Scale of input 1 19999 R/W  

  002Bh -19999~29999 Low Scale of input 2 0 R/W  

  002Ch -19999~29999 High Scale of input 2 19999 R/W  

  002Dh -19999~29999 PV1 ZERO 0 R/W  

  002Eh -19999~29999 PV1 SPAN 0 R/W  

 
 

002Fh 0~3 The clear of PV_ZERO and PV_SPAN 
0:None  1:PV_ZERO  2:PV_SPAN      
3: Both 

3 R/W  

 
 

0030h -19999~29999 PV2 ZERO 0 R/W  

 
 

0031h -19999~29999 PV2 SPAN 0 R/W  

 
 

0032h 0~3 The clear of PV_ZERO and PV_SPAN 
0:None  1:PV_ZERO  2:PV_SPAN  3: 
Both 

3 R/W  

  0033h 0~3 Display Mode of PV.M1 
0:PV  1: Minimum Hold  2: Maximum Hold 
3: RS485 

0 R/W  
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Name Address Range Explain Initial Write/Read Note 
  0034h 0~3 Display Mode of PV.M2 

0:PV  1: Minimum Hold  2: Maximum Hold 
3: RS485 

0 R/W  

  0035h -19999~19999 Low Cut of PV1 0 R/W  

  0036h -19999~19999 Low Cut of PV2 0 R/W  

  0037h 1~99 Average display for PV1 and PV2 1 R/W  

  0038h 0~99 Digital Filter for PV1 and PV2 0 R/W  

  0039h 0000~9999 Pass Code 1000 R/W  

  003Ah 0~3 Function Lock  
0: none  1: User Level   2: Engineer Level 
3: All 

0 R/W  

  003Bh 0~3 Mathematic mode for display 1【DS1】 
0: PV1      1: PV1＋PV2   2: PV1－PV2  
3: PV1×PV2  4: PV1÷PV2   5: PV2÷PV1 

0 R/W  

  003Ch 0~3 Mathematic mode for display 1【DS2】 
0: PV1      1: PV1＋PV2   2: PV1－PV2  
3: PV1×PV2  4: PV1÷PV2   5: PV2÷PV1 

0 R/W  

【繼電器輸出功能群組(Relay Group)】 

Name Address Range Explain Initial Write/Read Note 
  003Dh 0000~9999 Start Band of input 1 for relay energized 0 R/W  

  003Eh 0000~5999 
(0.1second) 

Start Delay Time of input 1 for relay 
energized 

0 R/W  

  003Fh 0000~9999 Start Band of input 2 for relay energized 0 R/W  

  0040h 0000~5999 
(0.1second) 

Start Delay Time of input 2 for relay 
energized 

0 R/W  

  0041h 0~1 Relay 1 energized ralative display 1【DS1】 
or display2【DS2】 
0: display 1【DS1】 
1: display 2【DS2】 

0 R/W  

  0042h 0~5 Relay1 Energized Mode 
0: oFF(no use);   
1: Lo(Low Energized);  
2: Hi(High Energized)    
3: Lo Hold(Low Energized Hold) 
4: High Hold(High Energized Hold) 
5: DO(Digital Output); 

1 R/W  

  0043h 0000~5000 Hysteresis of Relay 1  0 R/W  

  0044h 0000~5999 
(0.1second) 

Energized Delay Time of Relay 1  
0 R/W  

  0045h 0000~5999 
(0.1second) 

De-Energized Delay Time of Relay 1  
0 R/W  

  0046h 0~1 Relay 2 energized ralative display 1【DS1】 
or display 2【DS2】 
0: display 1【DS1】 
1: display 2【DS2】 

0 R/W  

  0047h 0~5 Relay 2 Energized Mode 
0: oFF(no use);   
1: Lo(Low Energized);  
2: Hi(High Energized)    
3: Lo Hold(Low Energized Hold) 
4: High Hold(High Energized Hold) 
5: DO(Digital Output); 

1 R/W  

  0048h 0000~5000 Hysteresis of Relay 2  0 R/W  

  0049h 0000~5999 
(0.1second) 

Energized Delay Time of Relay 2  
0 R/W  

  004Ah 0000~5999 
(0.1second) 

De-Energized Delay Time of Relay 2  
0 R/W  
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Name Address Range Explain Initial Write/Read Note 
  004Bh 0~1 Relay 3 energized ralative display 1【DS1】 

or display 2【DS2】 
0: display 1【DS1】 
1: display 2【DS2】 

0 R/W  

  004Ch 0~5 Relay 3 Energized Mode 
0: oFF(no use);   
1: Lo(Low Energized)  
2: Hi(High Energized)    
3: Lo Hold(Low Energized Hold) 
4: High Hold(High Energized Hold) 
5: DO(Digital Output); 

2 R/W  

  004Dh 0000~5000 Hysteresis of Relay 3 0 R/W  

  004Eh 0000~5999 
(0.1second) 

Energized Delay Time of Relay 3 
0 R/W  

  004Fh 0000~5999 
(0.1second) 

De-Energized Delay Time of Relay 3 
0 R/W  

  0050h 0~1 Relay 4 energized ralative display 1【DS1】 
or display2【DS2】 
0: display 1【DS1】 
1: display 2【DS2】 

0 R/W  

  0051h 0~7 Relay 4 Energized Mode 
0: oFF(no use);   
1: Lo(Low Energized);  
2: Hi(High Energized)    
3: Lo Hold(Low Energized Hold) 
4: High Hold(High Energized Hold) 
5: DO(Digital Output); 
6: Go-1.2(Go function compare with SP1 & SP2); 
7: Go-2.3(Go function compare with SP2 & SP3); 

2 R/W  

 0052h 0000~5000 Hysteresis of Relay 4 0 R/W  

  0053h 0000~5999 
(0.1second) 

Energized Delay Time of Relay4 
0 R/W  

  0054h 0000~5999 
(0.1second) 

De-Energized Delay Time of Relay4 
0 R/W  

  0055h  Reset for Relay Energized Hold 
0: No   1: Yes 

0 R/W  

【類比輸出功能群組(AO Group)】 

Name Address Range Explain Initial Write/Read Note 
  0056h 0~1 Analogue output ralative display 1【DS1】 or 

display2【DS2】 
   

 
 

0057h 0~5 Analog Output Type 
0: 0~10V     1: 0~5V     2:1~5V    
3: 0~20mA   4: 4~20mA   5: 0~10mA 

0 R/W  

 
 

0058h 0~3 The clear of AO_ZERO and AO_SPAN 
0: None  1: AO_ZERO  2: AO_SPAN  3: 
Both 

3 R/W  

  0059h 00.00%~110.00% Analogue Output High Limit 110.00% R/W  

【RS485 通訊功能群組(RS485 Group)】 

Name Address Range Explain Initial Write/Read Note 
 

 

005Ah 1~255 RS485 address 1 R/W  

  005Bh 0~5 RS485 baud rate 
0:1200   1:2400   2:4800   3:9600  
4:19200  5:38400 

3 R/W  

  005Ch 0~3 RS485 parity 
0: n-8-1  1: n-8-2,  2: odd,  3: even, 

0 R/W  

若需詳細操作手冊及功能說明 及 Field Calibration Function， 

請聯絡本公司業務部(+886 2 29953100) 或 上網下載(www.adtek.com.tw) 


