
Input

Type
Current of 

primary (A)
Voltage of 

secondary (mV)
Accuracy

%F.S.
Weight

US-CTV-10 5A 333 1.0 60g

US-CTV-16 60A 333 0.5 100g

US-CTV-16 100A 333 0.5 100g

US-CTV-16 150A 333 0.5 100g

US-CTV-24 200A 333 0.5 205g

US-CTV-35 300A 333 0.5 375g

US-CTV-35 400A 333 0.5 375g

US-CTV-35 600A 333 0.5 375g

US-CTV-50 800A 333 0.5 655g

Primary rated current:	 5~800A

Secondary rated voltage:	 333mVac

Accuracy:	 0.5%，Class 1.0(5A:1.0%)

Phase linear error:	 ≤30’(5A: ≤90’)

Operating voltage:	 ≤ 720Vac

Frequency range:	 50~1KHz

Current Transformer (Split Core)US-CTV
	■Description

US-CTV of split core style current transformers are designed for fast and 

easy installation.

The split core design permits non-contact current measurements 

through magnetic field induction without disconnecting cables circuits for CT 

installation.

This method permits a safer , easier and portable current measurement.
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	■Applications

	˙ Electrical lines and equipment of current measurement , control and protection

	˙ Measures AC current flow to electric motors , lighting , air condition equipment , etc. Compatible with HVAC 		

	 temperature control , power management , building automation systems

	■Feature

	˙ Low cost

	˙ Split core design , safer , easier installation , and portable

	■Technical Specification

US-CTV

	■Ordering Information

CODE Rated Current

005 5A

060 60A

100 100A

150 150A

200 200A

300 300A

400 400A

600 600A

800 800A

CODE Diameter(mm)

10 Φ10

16 Φ16

24 Φ24

35 Φ35

50 Φ50

— Hole —  Primary CurrentUS – CTV — 2

Electrical Safety

Insulating resistance:	 100MΩ@ 500Vdc

Dielectric strength:	 4000Vac/10s

Operating temperature:	 -15℃ ~+50℃

Mechanical Structure

Case material:	 Nylon,Resin94-V0

Cable:	 AWM1015-22AWG(0.34mm2), 

	 black and white twisted pair wire

LSFH Cable:	 UL3386-22AWG, low smoke

	 zero halogen cable

Approved:	 CE approved

	■Wiring Description

 

S1 (white): connect to 

K terminal

S2 (black): connect to 

L terminal

CODE Cable Spec.

LSFH Low smoke zero halogen

This code is not filled when there 

is no optional function

— Cable Option
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	■Dimensions

Type Hole L W H Length

US-CTV-10 10.0 31.0 28.8 42.8 2000

US-CTV-16 16.0 37.8 33.9 49.0 2000

US-CTV-24 24.0 53.3 40.2 69.9 2000

US-CTV-35 35.0 67.0 42.8 83.1 2000

US-CTV-50 50.0 87.2 51.0 112.6 2000

Tolerance: ±2mm   Unit: mm


