
Current ShuntUA-SHT

U
A

-S
H

T

Rev 1.2

2022-12-21 UA-SHT
*5541534854-44-5443-53-41*

1/2

■Ordering Information

— — ——

CODE TYPE

A
B
C
D

CODE Current

0010 10A(*A)

0020 20A(*A)

0030 30A(*A)

0040 40A(*A)

0050 50A(*A)

CODE Current

0060 60A(*A)

0080 80A(*A)

0100 100A(*A)

0150 150A(*A)

0200 200A(*A)

CODE Current

0800 800A(*C)

1000 1000A(*C)

1200 1200A(*C)

1500 1500A(*C)

3000 3000A(*D)

CODE Current

0250 250A(*B)

0300 300A(*B)

0400 400A(*B)

0500 500A(*B)

0600 600A(*B)

CODE Current

2000 2000A(*D)

2500 2500A(*D)

3000 3000A(*D)

4000 4000A(*D)

CODE Voltage

050 50mV

060 60mV

075 75mV

100 100mV

200 200mV

CODE Accuracy

100 1.0 %

UA    SHT Type Rated Current Output Accuracy

■TYPE A through 10~200A / 50mV   Standard Accuracy： ±1.0%

■Dimensions

*Dimensions other than 50mV output will be different without notice. Please check with our sales 

dep. before placement drawing.

Unit: mm

■TYPE B through 250A~600A / 50mV   Standard Accuracy： ±1.0%

■Dimensions

MODEL A B C D E WEIGHT

UA-SHT-B-250A~ 35 83 115 13 18.5 0.32Kg

UA-SHT-B-300A~ 35 83 115 13 18.5 0.39Kg

UA-SHT-B-400A~ 44 83 115 13 18.5 0.51Kg

UA-SHT-B-500A~ 55 83 115 13 18.5 0.64Kg

UA-SHT-B-600A~ 55 86 121 13 21 0.8Kg

*Dimensions other than 50mV output will be different without notice. Please check with our sales 

dep. before placement drawing.

Unit: mm

MODEL A B C D E F G H I J K L M WEIGHT

UA-SHT-A-10A~125A 30 135 110 70 20 6 12 17 32 12 20 5 10 0.14Kg

UA-SHT-A-150A~200A 30 135 110 70 20 6 12 20 29 15 -- -- 10 0.25Kg

(*A: Type A, *B: Type B, *C: Type C, *D: Type D)
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Unit: mm

MODEL A B C D E F G H WEIGHT

UA-SHT-D-2000A~ 100 191 50 37 90 164 14 39 4.6Kg

UA-SHT-D-2500A~ 110 191 55 37 90 164 14 39 5.2Kg

UA-SHT-D-3000A~ 125 191 60 37 90 164 14 39 6.9Kg

UA-SHT-D-4000A~ 140 191 70 37 90 164 14 39 9.7Kg

■TYPE D through 2000A~4000A / 50mV   Standard Accuracy：±1.0%

■Dimensions

*Dimensions other than 50mV output will be different without notice. Please check with our sales 

dep. before placement drawing.

MODEL A B C D E F G WEIGHT

UA-SHT-C-800A~ 70 120 35 88.5 -- 13 21 0.99Kg

UA-SHT-C-1000A~ 70 161 35 121 -- 14 21 1.45Kg

UA-SHT-C-1200A~ 85 162 45 123 -- 14 21 1.8Kg

UA-SHT-C-1500A~ 100 159 50 118 -- 14 21 2.17Kg

Unit: mm

■TYPE C through 800A~1500A / 50mV   Standard Accuracy： ±1.0%

■Dimensions

*Dimensions other than 50mV output will be different without notice. Please check with our sales 

dep. before placement drawing.


