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产品图片

插图类似

 

 

功能强大，操作简单
u-remote

魏德米勒u-remote —— 创新的IP20远程I/O系列，完全专注
于客户的利益：定制化的规划，快速的安装，安全可靠的
启动，最少的停机时间。最大程度地提高产品性能和生产
效率。在机柜及设备的应用中，模块超薄的设计以及减少
馈电模块的使用能最大程度节省机柜的空间，免工具安装
节约安装时间，同时，模块化的设计和集成的web服务能
加快安装配置时间。每一个u-remote模块和通道上的LED状
态指示能够实现可靠的诊断和快速的服务。
诸多创新的设计都能提高设备及系统的可靠性，也确保了
运行的流畅性。从规划到系统运行，我们秉承的原则是“功
能强大，操作简单，u-remote”。

通用订货数据

 
版本 远程 I/O 现场总线耦合器, IP20, CC-Link
订货号 2625010000
类型 UR20-FBC-CC
GTIN (EAN) 4050118630657
数量 1 Stück
 

http://catalog.weidmueller.com/catalog/Start.do?localeId=zh_TW&ObjectID=2625010000
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尺寸和重量
 
深 76 mm   深度 (英寸) 2.992 inch
高度 120 mm   高度 (英寸) 4.724 inch
宽度 52 mm   宽度 (英寸) 2.047 inch
安装尺寸 - 高度 128 mm   净重 320 g
 

温度
 
存储温度 -40 °C ... +85 °C   工作温度 -20 °C ... +60 °C
 

通用数据
 
冲击 15 g 历时 11 ms，半正弦

波，根据 IEC 60068-2-27
  导轨

TS 35
抗震性 5 Hz ≤ f ≤ 8.4 Hz: 3.5

mm 振幅，符合标准IEC
60068-2-6。, 8.4 Hz ≤ f ≤
150 Hz: 1 g 加速度，符合
标准IEC 60068-2-6。

  检测电压

500 V
污染等级

2

  空气压力（储存） 1013 hPa (高度 0 m)
至 700 hPa (高度 3000
m)，符合标准DIN EN
61131-2。

空气压力（工作）
≥ 795 hPa (高度≤ 2000
m)，符合标准DIN EN
61131-2。

  空气压力（运输） 1013 hPa (高度 0 m)
至 700 hPa (高度 3000
m)，符合标准DIN EN
61131-2。

空气湿度(储存） 符合 DIN EN 61131-2 标
准，10% 至 95%， 非冷
凝

  空气湿度（工作） 符合 DIN EN 61131-2 标
准，10% 至 95%， 非冷
凝

空气湿度（运输） 符合 DIN EN 61131-2 标
准，10% 至 95%， 非冷
凝

  过压等级

II
阻燃等级符合 UL 94 V-0    
 

电源
 
I 电流消耗系统类型 85 mA
供电电压 24 V DC +20 %/ -15 %, 通过系统总线
系统供电电压和输入 24 V DC +20 %/ -15 %
系统馈电流, 最大值 4 A
输出电源电压 24 V DC +20 %/ -15 %
馈电电流 IIN (输入电流路径) 最小 10,000

标称值 10,000
最大 10,000

馈电电流 IIN (输入电流路径) , 最大值 10 A
馈电电流 IOUT (输出电流路径) 最小 10,000

最大 10,000
标称值 10,000

馈电电流 IOUT (输出电流路径) , 最大值 10 A
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系统数据
 
参数数据 4 kByte   接口 U-远程系统总线
最大现场总线传输速度 10 Mbit/s   模块最大数量 64
模块类型 总线联接器   流程数据 512 Byte
现场总线协议 CC-Link   系统总线传输速率, 最大值 48 Mbit/s
联接类型 用于 5 针 PCB 插拔式连接

器的插座
  设置界面

Micro USB 2.0
诊断数据 3,008 Byte    
 

联接数据
 
单股导线最大截面 1.5 mm²   单股导线的最大压接面积 (AWG) AWG 16
单股导线的最小压接面积 0.14 mm²   单股导线的最小压接面积 (AWG) AWG 26
多股软导线的最大压接面积(AWG) AWG 16   多股软导线的最小压接面积(AWG) AWG 26
最大压接面积 软导线 1.5 mm²   最小多股导线接线截面积 0.14 mm²
联接类型 PUSH IN    
 

分类
 
ETIM 6.0 EC001603   ETIM 7.0 EC001603
ETIM 8.0 EC001603   ETIM 9.0 EC001603
ECLASS 9.0 27-24-26-07   ECLASS 9.1 27-24-26-07
ECLASS 10.0 27-24-26-07   ECLASS 11.0 27-24-26-07
ECLASS 12.0 27-24-26-07   ECLASS 13.0 27-24-26-07
 

环保产品合规
 
REACH SVHC Lead 7439-92-1
SCIP 98e19a7e-033b-4e68-93e3-c47b30de875e
 

审批
 
认证

     

     

   
UL File Number Search UL 网站
证书号 (cULus) E141197
证书编号 (cULusEX) E223527
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下载
 
认证/证书/一致性声明 KC certificate

Lloyds Register certificate
DNV/GL certificate
RINA certificate
Bureau Veritas - Type Approval Certificate
DEMKO15ATEX1525X
CCC certificate
UR20 coupler CCC certificate
UKCA Declaration of Conformity - EN
CE Declaration of Conformity - DE

工程数据 Compatibility information -- Combinability of UR20
Release-Notes - Firmware, CSP and Supported modules list
CAD data -- STEP

软件 Library and function block -- Language_Pack_UR20_FBC
Device description -- Current CSP file CC-LINK coupler
Firmware -- Firmware CC-LINK
Firmware -- Achive-Firmware_CC-LINK
Device description -- Archive-CSP_CC-LINK

用户文档 MAN_UR20_WEBSERVER_DE
MAN_UR20_WEBSERVER_EN
20211018 Security Advisory – Remote I/O fieldbus couplers (IP20) affected by INFRA:HALT
vulnerabilities

产品目录 Catalogues in PDF-format
 

https://mdcop.weidmueller.com/mediadelivery/asset/900_//293738
https://mdcop.weidmueller.com/mediadelivery/asset/900_//49585
https://mdcop.weidmueller.com/mediadelivery/asset/900_//49586
https://mdcop.weidmueller.com/mediadelivery/asset/900_//52872
https://mdcop.weidmueller.com/mediadelivery/asset/900_//90817
https://mdcop.weidmueller.com/mediadelivery/asset/900_//216513
https://mdcop.weidmueller.com/mediadelivery/asset/900_//236882
https://mdcop.weidmueller.com/mediadelivery/asset/900_//311448
https://mdcop.weidmueller.com/mediadelivery/asset/900_//273634
https://mdcop.weidmueller.com/mediadelivery/asset/900_//281446
https://mdcop.weidmueller.com/mediadelivery/asset/900_//164873
https://mdcop.weidmueller.com/mediadelivery/asset/900_//207543
https://mdcop.weidmueller.com/mediadelivery/asset/900_//304836
https://mdcop.weidmueller.com/mediadelivery/asset/900_//58377
https://mdcop.weidmueller.com/mediadelivery/asset/900_//156673
https://mdcop.weidmueller.com/mediadelivery/asset/900_//256213
https://mdcop.weidmueller.com/mediadelivery/asset/900_//264304
https://mdcop.weidmueller.com/mediadelivery/asset/900_//264305
https://mdcop.weidmueller.com/mediadelivery/asset/900_//53286
https://mdcop.weidmueller.com/mediadelivery/asset/900_//53287
https://mdcop.weidmueller.com/mediadelivery/asset/900_//244952
https://mdcop.weidmueller.com/mediadelivery/asset/900_//244952
http://catalog.weidmueller.com/assets/LINK/Catalog.html
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Block diagram Connection diagram

缩写释义


